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1.0 Overview

1.1  PROJECT VISION

The vision for Woodhaven is to create a strong community

with a focus on providing connectivity and liveability for its
residents. Opportunities to embrace nature, community and
recreation, create an environment that promotes a healthy and
fulfilling lifestyle all within a stunning master-planned setting.

ARTIST IMPRESSION. : A N
FOR ILLUSTRATIVE PURPOSES ONLY. SUBJECT TO CHANGE WITHOUT NOTICE.

1.2 THE OBJECTIVES OF OUR
DESIGN GUIDELINES

The Developer’s aim in preparing the
Woodhaven Design Guidelines is to help
you and your builder develop the best
quality home and landscaping designs.

The guidelines will ensure that all homes at
built within Woodhaven are of a high standard
whilst still encouraging a variety of housing
styles. The Guidelines will assist in providing
the knowledge that your investment will be
enhanced in the future, guarding against
inappropriate development that may detract
from the attractiveness of the development.

The Design Guidelines have been
written by the Developer to:

» encourage a variety of housing styles
that are in harmony with each other and
together lead to beautiful streetscapes.

» provide high quality landscaping
that presents every home and every
street in the best possible way.

» assist residents by providing a design
framework that will contribute to making
Woodhaven a premium place to live.

The Design Guidelines do this by outlining
the requirements that need to be
followed and standards that must be met
(unless otherwise approved) in order to
obtain approval from the Design Review
Committee for your home design.

To ensure the Woodhaven community upholds
the standards envisaged by the Developer

in these design guidelines all Purchaser’s
should respect their neighbours and ensure
only quality construction and landscaping is
undertaken on a lot in accordance with plans
approved by the Developer’s Design Review
Committee. These Design Guidelines should be
read in conjunction with the Contract of Sale.

By purchasing a home site at Woodhaven
you are making a commitment, not only the
Developer but to each of your neighbours
and the Community, that you will maintain
the Developer’s vision for Woodhaven,
making it a premium place to live.

1.3 THE BUILDING ENVELOPES

The building envelope for a lot defines the
area on the lot that can and can’t be built
upon. Building envelopes are designed to
allow the owner the maximum benefits of their
lot, whilst simultaneously not disadvantaging
others. The building envelope requirements
must be considered and implemented.

Dwellings and associated structures
must be constructed within the
nominated building envelope.

Development outside the building envelope
will only be considered where written
consent is obtained from the Responsible
Authority and it can be demonstrated

that no adverse amenity, landscaping

or streetscape impacts will arise.

1.4 WOODHAVEN PRODUCT GUIDE

The Small Lot Housing Code (SLHC) does not
apply at Woodhaven, as the lots that may
otherwise have been subject to the SLHC have
had products specifically assigned to them.

Please refer to the Woodhaven Product Guide
(WPG) for further details regarding house

designs for lots that are less than 300m?.



1.5 BUILDING PLAN REQUIREMENTS
FOR LOTS UNDER 300
SQUARE METRES:

The following requirements apply to
dwellings on lots under 300 square metres.

Plans for dwellings on lots under 300sgm that
are nominated within the Woodhaven Product

Guide, must be prepared (and approved by
the Woodhaven Design Committee) to show:

1. Gas Meters
Plans must remove all references
to gas meters.

2. Site services
Plans must be annotated to reference,
or show the location of site services,
lighting, footpaths and mailboxes.

3. External Storage -
Clause 55.03-11/ Standard B3-11
Plans must show each dwelling to have
exclusive access to at least 6 cubic metres
of externally accessible storage space.
The location, dimensions and storage
volume must be shown on the plans.

4. Internal Views (Screening) -
Cause 55.04-5 / Standard B4-5
Plans must confirm that screening
will be provided where required to
limit overlooking between dwellings,
including to habitable room windows
and secluded private open space.

5. Rooftop Solar Area -
Clause 55.03-3 / Standard B5-3
Plans must identify the rooftop solar
energy generation area for each dwelling
in accordance with standard B5-3, including
minimum dimension of 1.7m and minimum
area in accordance with table B5-3.

6. Solar Protection to New North-Facing

Windows - Clause 55.05-4 / Standard

B5-4 Plans must demonstrate shading to
north-facing windows using eaves, fixed
horizontal shading devices or fixed awnings.

. Bin Storage & Noise Impacts -

Clause 55.05-6 / Standard B5-6
Plans must show the location and
dimensions of bin storage areas
in accordance with the approved
Waste Management Plan.

» Mechanical plant screening -
Standard B5-6
Plans must not show any mechanical
plant located immediately adjacent
to bedrooms unless screened
with a solid barrier or equivalent
treatment to reduce noise impacts.

» Garage setback
For dwellings with more than two
bedrooms, where parking is provided
by a single garage plus tandem
uncovered driveway space, the
garage must be set back at least 5.4
metres from the street frontage.

Note: Where there are inconsistencies
between the endorsed plans and

the standards, the standards of the
planning scheme apply; and cannot be
varied by the design review panel.




2.0 Design Approval

2.2 THE APPROVAL PROCESS 2.3 DOCUMENTS YOU NEED

TO SUBMIT

2.1 GETTING DESIGN APPROVAL

Your home at Woodhaven and its landscaping will need to be This approval process is required for

designed according to your contract documents, then submitted
for approval to the Woodhaven Design Review Committee (DRC).

All submissions for Design Approval
must be in PDF format and include
the following information:

your building plans for a period that is
defined in the Plan of Subdivision.

The Design Guidelines may be amended from
time to time at the Developer’s discretion » Site plan at 1:200, with dimensions and
to reflect changing trends or legislation. showing the building outline and setbacks.

When you are ready to make your submission » All floor plans, roof plans and elevations
at 1:100, with dimensions and showing
the internal layout, and any pergolas,

You need to obtain this approval before
you construct any dwelling, fence, garage, for Design Approval, you can lodge it on the

landscaping, shed or any other structure. Design Approval Portal at www.ngdd.com.au:

The DRC must approve your proposal
before you submit documents for building
permit or commence any construction.

A\ 4

1.

Users must first register to use the portal.
Once this has been done, log in and simply
enter the relevant details when prompted.

decks, terraces, balconies, verandahs,
windows, doors and other openings.

» Provide a printed colour board
(swatches, colour photos, paint

2. The DRC will then assess all designs .
chips etc.) of all proposed external
and either provide a notice of approval, . .
i s } materials and colour selections.
or specify how the submission conflicts
with your contract documents. » Landscape plan at 1:100, with dimensions
The DRC may make suggestions and showing the indicative extent of
to help a proposal comply. all hardscape and softscape, and a
planting schedule that lists all proposed
3. The DRC will always try to assess the

designs in the shortest possible time -
usually this is within 10-14 business days for
a fully completed and compliant proposal
being received. Of course, should the
submission not comply, then you will need
to revise the documents and resubmit.

Each resubmission will generally take a
further 10-14 business days to reassess.

species referenced on landscape plan.

Please do not send information such
as electrical plans, slab layouts, joinery
details, internal colour schemes etc.
This extra information slows down the
assessment process and may result

in a submission being rejected.



https://portal.ngdd.com.au/application/woodhaven/

2.4 RE-SUBMISSIONS

Should a re-submission be required, please
ensure that any alterations or changes are
suitably highlighted on the plans or in any
accompanying communication. This will help

to speed up the processing and assessment.

Allowance has been made for two
submissions for each Design Approval
application. Each additional submission
may incur an administration fee, at

the sole discretion of the DRC. New
submissions for a lot that has already had
an application approved will also incur an
administration fee for each submission.

2.5 AFTER DEVELOPER APPROVAL

After you have received approval from
the DRC, you still need to obtain a Building
Permit from a Building Surveyor, as well

as any other required approvals.

It is the owner’s responsibility to make
sure that all building works comply with

all regulations and legislation. Neither the
DRC, nor the Developer takes responsibility
for works that do not comply.

PLEASE NOTE:

The final decision for all aspects
of the Design Guidelines is at the
discretion of the DRC. Naturally
the DRC reserves the right to ask
for further information should
they deem it necessary.

In addition, the DRC are not

liable for any refunds, credits or
compensation for its decisions in
granting or refusing a submission
approval or any discrepancies
that may arise from this work.
The DRC will assess against
current Design Guidelines.

2.6

2.7

THE TIMING OF WORKS

The construction of the dwelling
must commence within 12 months of
settlement and must be completed

within 12 months from the start of works.

Front landscaping must be completed
within 120 days from the issue of
the Certificate of Occupancy.

Boundary fencing must be fully
constructed prior to occupancy.

Driveways must be fully constructed
prior to occupancy.

Incomplete building works must
not be left for more than 3 months
without work being carried out.

LANDSCAPE INCENTIVE

As detailed earlier in Section 2.1, all lots
must comply with the requirements
detailed in these Design Guidelines,
including the landscape and fence
requirements. This is irrespective of

any incentive to complete the works.

In addition to the requirements to
comply with the Design Guidelines,
selected lots may also qualify for

an incentive from the Developer to
complete the building and landscaping
works. Please note that not all

lots qualify for the incentive.

The requirements for the incentive
to be achieved are detailed in the
Contract of Sale for the lot.

Generally, for the incentive to
be achieved, you must:

» Complete all works (dwelling,
fence, driveway, landscaping
etc.) in accordance with these
Design Guidelines; and

» Comply with the timing of works
requirements detailed in 2.6 above.

You must refer to your Contract of Sale,
to confirm the specific requirements
for your lot. If your Contract of Sale
does not contain any details of the
incentive, then your lot is not eligible.



3.0 The Guidelines

3.1 THE DESIGN OF YOUR LAND

1. Only one dwelling is permitted per lot.

2. The primary frontage of any lot is the
boundary with the greater setback
on the Building Envelopes Plan.

3. The Secondary frontage is any
boundary that abuts a road or reserve,
other than the primary frontage.

3.2 SETBACKS ON YOUR LAND

The setback requirements for each lot
are detailed in the Building Envelope Plan
for that lot, unless the lot is subject to
the Woodhaven Product Guide (WPG).

For lots not subject to the WPG please refer
to the building envelope for lot setbacks.

Generally, the following setbacks are required:

1. A minimum setback of 4m is required
from the front boundary.

2. Front loaded garages must be
setback a minimum of 5.5 metres
from the front boundary.

3. A minimum setback of 1.0m is required
from side boundaries (excluding
garages), unless approved by the DRC.

4, A minimum setback of 2.0m is required
from the secondary street boundary.

5. A minimum setback of 1.0m is
required from the rear boundary.

Fig 3.1.2

Fig 3.2.2

Fig 3.3
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3.3

3.4

3.5

PRIMARY AND SECONDARY
FRONTAGE ENCROACHMENTS

Porches, verandahs and pergolas

and the like that are less than 4.5m
above natural ground level, and facade
treatments, covered balconies,
verandahs and the like on the second
storey of a building that are less than
6.9m above natural ground level, may
encroach not more than 1.5 metre into
the minimum front setback and the
minimum secondary frontage setback.

Eaves, facias and gutters not
exceeding 600mm in total width may
encroach into both a primary and
secondary frontage setback.

A building can encroach up to 300mm in
a secondary frontage setback, as long
as the length of the encroachment is
not more than 10% of the length of the
wall facing the secondary frontage.

SIDE AND REAR ENCROACHMENTS

Porches, verandahs, pergolas,
may encroach up to 500mm into
the side and rear setbacks.

Eaves, fascias and gutters not
exceeding 600mm in total width.

DIVERSITY OF HOME DESIGNS

Dwellings of the same or overly similar
front fagade shall not be built within

3 house lots of the original lot with
the exception of townhouses.



3.6

THE DESIGN OF YOUR HOME

An entry feature such as a porch,
verandah or pergola must be included
on the front fagade of your home.

The main pedestrian entry (front
door) must be visible from the
primary street frontage.

Front elevations must address the
street through the use of articulation
to the floor plan and windows.

Blank walls will not be permitted.

» Articulation may be achieved
through appropriate mix of colours
and materials, and/or the use of
appropriate stepping in the walls.

» Single colour, mono-plane

facades will not be approved.

» Single colour facades with
appropriate articulation, will
be considered, but only at the
sole discretion of the DRC.

The ground floor ceiling height
must be a minimum of 2.556m.

The use of colours and materials

must also be considered.

REAR LOADED LOTS

Arear loaded lot is a lot that has
the garage at the rear of the lot,
accessed from a road or lane way.

All homes on rear loaded lots must
be designed to address the primary
frontage, with pedestrian access
(the entry) facing this frontage.

Garages on these lots must
be located at the rear.

SIDE LOADED LOTS

T.

A side loaded lot is a lot that has the
garage on the secondary frontage.
These lots are usually corner lots
where the crossover cannot be
located on the primary frontage.

All homes on side loaded lots must
be designed to address the primary
frontage, with pedestrian access
(the entry) facing this frontage.

Garages on these lots must
be located at the side.




YOUR HOME BUILDING
MATERIALS AND COLOURS

3.7

COOL ROOFS AT WOODHAVEN

Roofing materials are to
comprise lighter-coloured, non-
reflective finishes to reduce solar
absorbance and visual glare.

Roofs must be constructed from
masonry or terracotta tiles or
corrugated COLORBONDe steel
or similar.

WHAT IS A COOL ROOF?

A ‘cool roof’ is made from materials
designed to have high solar reflectance
and thermal emittance, to help keep
the roof surface temperature cooler

in the sun. A roof surface that reflects
sunlight and emits thermal infrared
radiation stays cooler than a roof
surface that absorbs sunlight and

limits thermal infrared radiation.

BENEFITS OF COOL ROOFS

Cool roofs help reduce heat build-

up by reflecting sunlight rather

than absorbing it, keeping buildings
more comfortable during warmer
months. This can lower reliance on

air conditioning, reducing energy
costs and improving overall efficiency.
When used across multiple dwellings,
cool roofs also contribute to cooler
neighbourhoods by helping to limit the
urban heat island effect, improving
outdoor comfort and supporting

more sustainable communities.

ROOF MATERIALS MUST
BE NON-REFLECTIVE.

COLORBOND® ROOF COLOURS

COLORBOND®
DOVER WHITE™

COLORBOND®

CLASSIC CREAM™

COLORBOND®
SOUTHERLY®

COLORBOND®
PAPERBARK®

COLORBOND®
SURFMIST®

COLORBOND®
SURFMIST® MATT

COLORBOND®
EVENING HAZE®

COLORBOND®
SHALE GREY™

Fig 3.7

Fig 3.7.4

Lower storey pitched roofs must
have eaves of at least 460mm along
any elevation (excluding the garage)
that faces aroad or reserve. There
is also scope for eaves that are less
then 450mm deep where the style
of the home supports this. These
eaves will be will be considered, at
the sole discretion of the DRC.

The front eaves must return for at
least Tm along any side wall that
is not on the boundary and does
not face a road or reserve.

The upper level on double storey
houses must have eaves of at least
450mm along all elevations. There is
also scope for eaves that are less
then 450mm deep where the style
of the home supports this. These
eaves will be will be considered, at
the sole discretion of the DRC.

Roofs with a pitch of less than
10 degrees may be considered
on design merit. These roofs
must incorporate parapet.

Parapets at the interface of the front
and side elevation must be returned
along a side wall for at least 230mm.
Parapets without a return along

the side will not be approved.



3.8

3.9

THE WALLS

At least 50% of all external walls (i.e.
the entire building, excluding windows
and doors) must be constructed
from brickwork or a rendered finish.

Mono-finish facades may be approved
if the facade has architectural merit.
What constitutes an acceptable

level of architectural merit is at

the sole discretion of the DRP.

Irrespective of the allowance for
mono-finish facades, full face brick
facades, including contrasting
face brick, will not be approved.

Appropriate materials or
finishes include:

» Face brick (not more than 70%)
» Render

» Stacked stone

» Masonry blocks

» Weatherboard

» Timber cladding

» Other materials at the
discretion of the DRC

COLOURS FOR YOUR HOME

Natural, subdued colours must

be used. Limited use of strong

or bold colours may be used to
emphasise a contemporary theme
or to highlight a design feature.

External finishes, materials and colours
must be approved by the DRC. Each
application must include samples

or images of the proposed colours,
finishes and materials, including:

» Roofing

» Rainwater fixtures (gutters,
downpipes, fascias etc.)

» External walls

» Window frames

» Garage door

» Driveway

The front facade (and secondary
frontages) must not include recessed
lightweight infill panels above

doors, windows or garage doors.

Fascia, trim and exposed
metalwork must be colour co-
ordinated with the dwelling.

The following finishes are not permitted:

» Untreated metalwork
» Unfinished lightweight materials
» Reflective glazing

» Excessively tinted glazing

Fig 3.9

Fig 3.10.2

Fig 3.10.4

3.10

IF YOUR HOME IS ON A CORNER

A corner lot is any lot that has more
than one boundary that abuts a road.

Dwellings on corner lots must address

the secondary frontage by incorporating

the same or similar design features to
those used on the primary frontage.
Acceptable features may include:

» Windows with matching head heights

» Highlight materials and finishes that
wrap around from the primary facade

» Pergolas, Porticos, Porches,
Verandas and Balconies

» Roof elements, such as
feature gables

» Other treatments, to the
satisfaction of the DRC

Materials used on the front facade
must extend to the secondary
frontage for a minimum of 3m.

Corner features must be forward
of the return fence and/or readily
visible from the road or reserve.

In addition to the above requirements,
dwellings on corner lots must

include eaves to each side that

faces aroad or reserve, unless
otherwise approved by the DRC.

Please note that blank walls forward of
the return fence are not permitted.

7



3.11 GARAGES

1. Garages must be enclosed. Carports
and open sided garages are not allowed.

2. Garages must not dominate the
facade and must be setback behind
the front wall of the dwelling.

3, Lots that are 12.5m or wider must
incorporate a garage that allows two
cars to be accommodated side by side
(unless otherwise approved by the DRC).

4, Lots that are less than 12.5m wide must
incorporate a single car garage (unless
otherwise approved by the DRC).

&, Garage opening must comply with
the following requirements:

» If the lot has an area between 250
and 300 square metres and the
dwelling is two storeys, the garage
door must not exceed 30% of the area
of the front facade of the dwelling.

» The area of the front facade
of the dwelling is calculated by
measuring the two-dimensional
(2-D) elevation plan, excluding the
area of the roof of the dwelling.

» In all other instances, the garage
door opening must not exceed 40%
of the width of the lot frontage.

6. A sectional or panel lift door must be
provided to the street frontage.

T. Roller doors are not permitted if they
are visible from the public realm.

8. Garage must be used for intended
purpose (car storage). No glass or
sliding glass doors are allowed.

3.12 REAR LOADED LOTS

Garages must be located at the rear of these
lots to allow vehicle access from the road.

EXPOSED AGGREGATE

STAMPED & STENCILED

Fig 3.13.1

3.13 YOUR DRIVEWAY

1. Permitted finishes for driveways include:

» exposed aggregate
» pavers

» stamped or stencilled surfacing

» coloured concrete

Plain (uncoloured) concrete
driveways are not permitted.

2. The driveway must be setback from
the closest side boundary by at least
400mm to allow for landscaping strip.

Fig 3.11.2
3. The driveway may match the width

of the garage and must taper as it
approaches the front boundary so
that it generally matches the width of

the crossover. Excessive concreting in
the front yard will not be permitted.

Fig 3.13.2

Fig 3.13.3



3.14 YOUR LANDSCAPING LOTS UNDER 300m? » Planting within easements should

Landscape works are part of the Design Approval
process. A landscape plan must be submitted
for Design Approval and approved prior to the
commencement of landscape construction.

It is in the best interest of all parties

to get a landscape design approved

before commencing construction of the
front landscaping. The Design Approval
process will allow you to “test” whether
your proposed works will comply with

the Design Guidelines, and any incentive
requirement, should your lot qualify for one.

Please note that a Design Approval for the
front yard landscape is not a guarantee
that your lot is eligible for the incentive

or that the incentive will be achieved.

All garden bed areas within the front
yard must be edged using brick,
timber, steel or spaded edges.

Consideration should be given to
the covering of the garden beds
with pine bark or similar mulch.

No more than 50% of the front garden is
to comprise hard paved surfaces, such
as the driveway and pedestrian paths

Whilst the nature strip directly outside
the front boundary (and side boundary
in the case of corner lots) is not

T.

For residential lots under 300 sgm
in area, unless with the written
consent of Council, landscaping
must include the following:

» All unbuilt areas should
incorporate planting, garden
beds or permeable landscape
treatments rather than remaining
as bare or impervious surfaces.

» Shrub and ground-cover planting
is to be selected and arranged
to achieve a minimum 85% site
coverage within 12 months of
installation, ensuring a dense and
layered landscape character.

» Landscaping is to demonstrate
environmentally sustainable
practices including water-
sensitive design principles.

» Where irrigation is proposed,

comprise species compatible

with easement infrastructure
constraints and with a natural mature
height not exceeding 5 metres.

A minimum of one canopy tree
must be planted within the front
setback of each dwelling (unless
an alternative location is agreed
by Council). Trees should:

» Be aminimum of 1 metre in height
at the time of planting; and

» Achieve a minimum mature
height of 6 metres; and

» Achieve a minimum mature
canopy spread of 4 metres.

Landscape design should incorporate
a minimum of 12sgm of deep soil

area with a minimum dimension of
2.5m to support healthy canopy

tree growth. Where site constraints
exist, an alternative deep soil or

ALL LOTS art of the front yard, each owner . )
iust ensure thatythe I systems must utilise alternative structural soil solution demonstrating
h £th . P water sources (SUCh as rainwater equiva|ent |ong_term canopy
1 For the purposes of these Design has a neat and even grass coverage

Guidelines, the front yard is the
area between the front boundary
of your lot, the front of the

home and the return fence.

2. All The front garden must contain
free draining surfaces such as:

» Natural turf

» Garden beds containing trees,
shrubs, tufting plants

» Ground-covers

and that any damage caused during
construction of the home is rectified.

For corner lots, this includes the nature
strip along the secondary boundary.

Please note that if a lot is the subject
of a rebate from the developer,

the nature strip(s) outside the lot

is included as part of the works
required for successful completion
of the landscape works.

harvesting) rather than relying
on potable water supplies.

viability may be considered.

Trees located within lawn areas

should be protected by a minimum
1200mm diameter zone of organic
mulch to support establishment.

» River pebbles or Lilydale
toppings or similar

In addition to the above requirements,
lots have requirements based

. . on their size, as follows >
This reduces rain runoff and can

keep the garden cooler in summer.

3. Synthetic turf and artificial grass
products are prohibited at Woodhaven
due to environmental considerations
including reduced biodiversity,
stormwater quality impacts, and
urban heat island effect outcomes.




LOTS 300m? - 400m?

8. These lots must provide a minimum
of 25% of the lot area as permeable
garden area capable of supporting
planting and canopy growth.

LOTS 300m? OR GREATER

9. For residential lots 300m? or greater, the
landscape design must incorporate:

» One canopy tree within the
front setback; and

» One canopy tree within
the rear setback.

A minimum front setback of 2.5 metres is
required to accommodate tree planting.

This will provide shade and help
reduce the local temperature on hot
days or protect from frost in winter.

Consideration should be given to the
mature size of the tree to allow plenty of
space for roots and branches to spread.

10. In addition to this tree, at least 15%
of the front yard must consist of
planted garden beds which contain:

» A minimum of 5 medium to
large shrubs (from 200mm pot
size at installation); and

» A minimum of 20 smaller shrubs/
ground cover plants (from 150mm
pot size at installation).

22

3.15 LETTERBOXES

1. Letterboxes must be designed to
complement and match the dwelling.

letterboxes may be used. Q

2. Only Australia Post Approved

3. Single Post Letterboxes
are not permitted.

LETTERBOXES THAT ARE SUPPORTED:

Simple form Number clearly Contemporary and
displayed clear of obstacles

LETTERBOXES THAT WILL NOT BE APPROVED:

Single post Style not Ornamental style
contemporary

Fig 3.15.2
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FENCING

Details of all fencing are required to be included in the -/'
information submitted to the DRP for approval. To maintain ‘

the high-quality, cohesive streetscapes of Woodhaven, "

all fencing within the community must be Colorbond® steel
fencing in accordance with the Woodhaven Fencing Guidelines.

3.16 SIDE AND REAR BOUNDARY » Terminate no closer than 1 metre
FENCING (INTERLOT FENCING) behind the foremost wall of the
dwelling’s front facade, unless the
1. Fencing between lots (side and side boundary adjoins the rear
rear fencing) must comply with boundary of a neighbouring lot, in
all of the requirements below: which case the fencing must extend

» Have a minimum finished height of to the front boundary of the property.

1950mm above natural ground level. » Be maintained in good condition and
» Where required to achieve free from damage, deterioration,

the prescribed height, rust, excessive staining or

incorporate a 200mm x 50mm unauthorised alterations.

COLORBOND® steel plinth.

J
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» Be constructed from pre-

painted steel fencing materials
and accessories, including
sheets, posts, rails and cappings,
such as COLORBOND® steel or
another approved equivalent.

Fig 3.16

» Not include any feature panels,
decorative inserts, lattice
extensions, screening elements
or similar embellishments.

» Be finished in COLORBOND® steel
Monument® or another approved
equivalent colour approved by
the Design Review Panel.

» Be constructed using COLORBOND®
steel sheeting with a trapezoidal rib

profile, such as Metroll Trimclad®, and
must not incorporate corrugated, mmm Interlot Fence
flat sheet, slatted, perforated B=2  Retum Fence
d . | il [ Comer Fence
or decorative panel profiles. COOT Wing Fence (50% Transparent)

£in Front Fence (50% Transparent)

Fig 3.16, 3.17, 3.18, 3.19

Front Fence

Fig 3.17.1

3.17 FRONT FENCING

Front fences are not encouraged, as
they have the effect of “narrowing”

the street and they hinder the open
landscape character that is sought.

1. Where provided, any front fence must
take the form of a vertical element
fence with the following characteristic:

» No more than 1.2m high from
the natural ground level at
the front boundary.

» Setback 0.5m from the front
boundary, where the lot
fronts a shared path.

» Transparency of 50% or more.

» Return along the side boundary
(including splay on corner lots)
and extend to meet the return
fence or the garage where the
garage is on the side boundary

» Complement the facade
style and materials.

» Colorbond must be either
Monument or similar.

» Gates that form part of the front
fencing, must match the front fence.

» Front Fencing must be

completed within 120 days from

Occupancy Certificate.

No fences with spikes will be allowed.

NON-PERMITTED FENCING

Fig 3.17.2
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3.18 FRONT FENCE / SIDE
FENCE INTERFACE

Further to 3.17.1, the intersection of the
front fence along the side boundary.

1. The transparent front fence can butt
directly up to the side boundary fence
as shown in diagram 3.18 to the right.

3.19 CORNER FENCING

1. Corner fencing must be:

» Constructed to match side and
rear boundary fencing; and

» Finish at least 3m behind the closest
front wall and behind the corner
treatment, whichever is greater.

Interlot metal fence

50% Transparent

1.95m max.

1.2m max.

Fig 3.18

Fig 3.19.1

3m min|

Fig 3.22

3.20

3.21

3.22

RETURN FENCING

Fencing must return from the side
boundary or corner boundary at 90
degrees to abut the dwelling.

Return fences must be constructed to
match side and rear boundary fencing.

PUBLIC REALM FENCING

The owner is solely responsible for the
maintenance and/or replacement of
fencing between a lot and any adjoining
screening reserve or recreation
reserve. If a lot already has a fence

or wall erected by the Developer to
enhance the domain, the owner must
not remove nor damage or disfigure it
and must maintain it in good condition.
Any alteration of part of the wall or
fence shall not be made without the
Developer’s written permission.

FENCING TEMPLATE

The location and design of all fences
is to be included on your plans and
submitted to DRC for approval along
with the signed fencing template.
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Ancillary Items

3.23 WATER TANKS

The provision of water tanks is mandatory
at Woodhaven for lots over 300m2.

Where a water tank is required, it must be:
» atleast 2000L in capacity; and
» plumbed to all toilets; and

» located where it is not readily
visible from the Public Realm.

3.24 INTERNET

Woodhaven is an OptiComm Fibre Connected
Community. This means that all homes
within the Estate will have access to

the OptiComm high speed broadband
network. In order to take advantage of
these services, it is highly encouraged that
your home is appropriately prepared.

Again, it is important that you consider the
advantages and costs early in the decision-
making process and discuss it with your
builder. Failure to prepare will most likely lead
to additional costs if a decision to connect
is made after the home is complete.

You should also ensure that you install a TV
antennae for free to air television. Please
note the requirements elsewhere for the
allowable locations for TV antennae.

For details on how to prepare your home,
please see your builder or refer to the
website www.opticomm.com.au

3.25 PARKING OF HEAVY VEHICLES
AND CARAVANS ETC.

No commercial vehicle with a carrying
capacity of over 1tonne or any boat, caravan
or trailer will be allowed to be parked

where they are visible from the street.

Fig 3.23

3.26 AIR-CONDITIONING UNITS

1. Evaporative coolers must be located
below the ridge line, be of low profile
and coloured to match the roof colour
and be screened from public view.

2. All other air conditioning units are
to be screened from public view.

3.27 MAINTENANCE

1. The Purchaser shall not allow any
rubbish including site excavations
and building materials to accumulate
on a lot (unless the rubbish is neatly
stored in a suitably sized industrial
bin or skip) or allow excessive growth
of grass or weeds upon the lots.

2. The Purchaser shall not place any
rubbish, including site excavations
and building material on adjoining
land. The Vendor or its Agent may
enter upon and access over a lot at
any time without creating any liability
for trespass or otherwise to remove
rubbish, maintain, slash or mow a lot
and the Purchaser agrees to meet the
Vendor’s reasonable costs for doing so.
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3.28 SIGNS

3.29

No signs including “For Sale” signs may
be erected by the Purchaser prior to
the commencement of a building works
and on completion of the works no
more than one sign may be erected
without the approval of the Vendor.

Builders and trade signs may be
permitted (up to 600mmz2) during
construction only and must be removed
on completion of building works or
may remain with the Vendor’s written
permission. The Purchaser authorises
the Vendor or its Agents to enter

and have access across a lot for the
purpose of removing any sign erected
without written consent. Such entry
and access shall not constitute
trespass and the Purchaser shall not
make any claim against the Vendor
arising from such entry or access.

SHEDS AND OTHER STRUCTURES

Sheds must have maximum dimensions
of 2.5m high x 3.0m wide x 4.0m

deep and be co-ordinated with

the other buildings on the lot.

The design, appearance, external
colours and material of all outbuildings
should be aesthetically integrated
with the dwelling. The final decision
will be at the discretion of the DRC.

Galvanised iron or zinc/aluminium
uncoloured finishes must not be used.

Un-rendered fibre-cement sheeting or
blue board sheeting must not be used.

External plumbing (excluding downpipes)

must be out of public view.

3.30 SCREENING/VISIBILITY ETC.

External TV antennae and other
aerials must be located towards
the rear of the dwelling.

Clothes lines must be screened
from view from public areas.

Externally mounted spa equipment
attached to side boundary walls of
any dwelling must endeavour to be
positioned out of public view and
be painted in a colour matching
the adjoining wall surface.

Satellite dishes may be permitted at
the discretion of the DRC. Large dishes
which are visible from the street or
impact on views from neighbouring
allotments will not be permitted.

Solar panels must be integrated
with the roof design and should be
of low visibility from the street. Roll
down security shutters must not
be visible from the public realm.

All additions and extensions to the
dwelling, outbuildings, and other
structures including verandahs,
pergolas, garden structures and
swimming pools must be approved
by the Vendor in the same manner
as the building application.
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